
Values

Sizes DN10 up to DN50

Pressure up to PN63

Working temperature –269°C up to +80°C

Connections butt weld

Material stainless steel

Approved media hydrogen, air gases, steam and  
cryogenically liquified gases

Versions manual/pneumatic actuation

Body types straight, angle type or Y type body

Options Bellow, bellow monitoring, check function,
control function, throttle function  



Nomenclature Type Serie Size code Option codes

e. g. 11C01. A001. 0250. ESR-MYJ-BCQ-XZE-KCZ-
JRB-LYV-SNP-HTW-GCX

Product group Type

Globe Valve FullX 11C01

Pressure Code

PN63 ESR

Approvals Code

DGRL DIN EN 1626 MYJ

Body types Code

Body angle type CBQ

Straight body HJC

Body Y type PYU

Handwheel options Code

Material 1.4409 silver JRB

DN Body types Connection options Code

10 Body angle type Butt weld 17.2 x 1.8 mm QXY

10 Straight body Butt weld 17.2 x 1.8 mm KSP

10 Body Y type Butt weld 17.2 x 1.8 mm PKL

15 Body angle type Butt weld 21.3 x 2.0 mm CVP

15 Straight body Butt weld 21.3 x 2.0 mm MZE

15 Body Y type Butt weld 21.3 x 2.0 mm FYB

20 Body angle type Butt weld 26.9 x 2.3 mm BNN

20 Straight body Butt weld 26.9 x 2.3 mm DPN

20 Body Y type Butt weld 26.9 x 2.3 mm WHZ

25 Body angle type Butt weld 33.7 x 2.3 mm XZE

25 Straight body Butt weld 33.7 x 2.3 mm PKY

25 Body Y type Butt weld 33.7 x 2.3 mm CXP

32 Body angle type Butt weld 42.4 x 2.6 mm ZKC

32 Straight body Butt weld 42.4 x 2.6 mm GLU

32 Body Y type Butt weld 42.4 x 2.6 mm HHY

40 Body angle type Butt weld 48.3 x 2.6 mm WUW

40 Straight body Butt weld 48.3 x 2.6 mm RJE

40 Body Y type Butt weld 48.3 x 2.6 mm JBM

50 Body angle type Butt weld 60.3 x 2.9 mm BGA

50 Straight body Butt weld 60.3 x 2.9 mm WPW

50 Body Y type Butt weld 60.3 x 2.9 mm UXB

DN Body types Ø Position Height Code

10 | 15 Body angle type/
Straight body 60.0 mm 330.0 mm 5.0 SNP

10 | 15 Body Y type 60.0 mm 370.0 mm 5.0 GEM

10 | 15 Body angle type/
Straight body 71.5 mm 330.0 mm 5.0 BBK

10 | 15 Body Y type 71.5 mm 370.0 mm 5.0 DGJ

20 | 25 Body angle type/
Straight body 71.5 mm 330.0 mm 5.0 BBK

20 | 25 Body Y type 71.5 mm 375.0 mm 5.0 EMK

20 | 25 Body angle type/
Straight body 60.0 mm 330.0 mm 5.0 SNP

20 | 25 Body Y type 60.0 mm 375.0 mm 5.0 WLU

32 | 40 Body angle type/
Straight body 84.0 mm 440.0 mm 5.0 WBE

32 | 40 Body Y type 84.0 mm 500.0 mm 5.0 QWB

50 Body angle type/
Straight body 109.0 mm 520.0 mm 5.0 JUP

50 Body Y type 109.0 mm 595.0 mm 5.0 GSH

DN Body types Valve height Code

10 | 15 Body angle type/Straight body 535.0 mm GCX

10 | 15 Body Y type 430.0 mm HDP

20 | 25 Body angle type/Straight body 535.5 mm GCX

20 | 25 Body Y type 440.5 mm VCG

32 | 40 Body angle type/Straight body 690.5 mm AKQ

32 | 40 Body Y type 570.5 mm WAM

50 Body angle type/Straight body 775.0 mm QJN

50 Body Y type 640.0 mm FTP

Material selection Code

Body material 1.4571  |  Sealing material made out of PCTFE HTW

Serie www

Increased external tightness,
medium pressure rating,
additional approval not 
selected

A001

Nominal size Dimension code

10 0100

15 0150

20 0200

25 0250

32 0320

40 0400

50 0500

Bellow Position Monitoring Dimension  
bellow monitoring Code

Not selected Not selected Not selected Not selected LYV

Selected Top Not selected Not selected MUR

Selected Bottom Not selected Not selected FYX

Selected Top Selected DIN EN ISO 8434-1-WDS-S6 GXD

Selected Bottom Selected DIN EN ISO 8434-1-WDS-S6 XHA

Kugelfunktion Code

Lockable function KCZ

Lockable check function JDA

Lockable control function SWX

Lockable throttle function WVV

Operation Code

manual YFW

actuated RQZ


